
CWS / WPX
Stainless steel
With or wtihout heat exchanger 



Environmental protection is achieved 
through high-quality and efficency

Working Process
Stainless steel water heater 
can be used anywhere where 
hygienic hot water supply is an 
issue. Our product lines CWS 
and WPX corrosion-resistant, 
is made with the highest hygi-

ene standards in stainless steel 
V4a. Stainless steel in fact is 
normally used for its excellent 
hygienic properties in kitchens, 
laboratories, hospitals and food 
industry. Thanks to its homoge-

neous surface, it is possible to 
use it even after many years. 
A further advantage is that 
stainless steel storage unlike 
enameled boilers are mainte-
nance free.

All products can be manufactured 
according to your requirements and needs



Special features CWS

Dimensions

Hot water storage for high 
performance:
-  Lasting quality through V4a 

stainless steel

-  Processed using the most 
modern engineering

-  Surface treatment by pickling 
bath and passivation

-  No protective anode required for 
corrosion protection 

-  The heat exchanger is welded 
close to the bottom of the tank

specified size, diameter, height and  measured  tip  are without isolation    (2.1) CWS-2 1500 no stock items 
(1) only avalable as CWS1  (2) Production begins at the order(Delivery time about 4 weeks)   (3) dopple wegged

CWS-0 CWS-1 CWS-2

Capacity
L

ø 
mm

H
mm

Measure 
tip
mm

Heat echanger 
CWS-1 down up

Insulation

    200 (1) 500 1210 1280 1,2 m2 - -
Neodul® 

80/20 mm

Polyester fleece 
130 mm

300 500 1600 1680 1,4 m2 1,4 m2 1,0 m2

400 600 1640 1720 1,4 m2 1,4 m2 1,0 m2

500 600 1890 1970 1,8 m2 1,8 m2 1,0 m2

600 650 1910 1980 1,8 m2 1,8 m2 1,2 m2

800 750 1970 2050  2,4 m2 2,4 m2 1,4 m2

1000 850 1960 2060 2,8 m2 2,8 m2 1,4 m2

1200 900 2090 2190 2,8 m2 2,8 m2 2,4 m2

     1500 (2.1) 1000 2090 2230 3,2 m2 2,8 m2 2,4 m2

   1750 (2) 1100 2140 2320    3,6 m2 (3)    3,6 m2 (3) 2,8 m2 Polyester fleece 
160 mm   2000 (2) 1200 2110 2290    3,6 m2 (3)    3,6 m2 (3) 2,8 m2

Heat exchager CWS-2



Special features WPX

Dimensions

Stainless steel water heaters 
for heating pumps.
WPX 1: The heat pump coil 
heating tank in stainless steel 
includes a big heat pump 
heat exchanger, which has a 
larger surface in comparison 

to common boilers with heat 
generator. This is necessary, 
because the temperatures for 
heat pumps are lower.
WPX 2: The solar controlling 
system together with the lo-
wer heat exchanger placed in 

the middle, is ideal for combi-
ning heat pumps and solarther-
mal.
The installation of electrical he-
ating allows the heating of the 
boiler through electrical energy 
as well.

WPX-1 WPX-2

(1) specified size, diameter, height and  measured  tip  are without isolation    (2) double wegged   (3) three times wegged     
(4) Production begins at the order (Delivery time about 4 weeks)

Capacity
L

ø 
mm

H
mm

Measure 
tip
mm

Heat exchanger 
WPX-1 down up

Insulation

300    650 (1)    1445 (1)    1660 (1)   3,5 m2 (2) - -
Neodul® 

80/20 mm
Polyester flee-

ce130 mm

400    750 (1)    1480 (1)    1660 (1)   4,6 m2 (2) - -
500    750 (1)    1730 (1)    1890 (1)   6,0 m2 (2) 1,9 m2   4,2 m2 (3)

600    750 (1)    1980 (1)    2120 (1)   6,0 m2 (2) 2,2 m2   5,7 m2 (3)

800 790 1740 1860   6,0 m2 (2) 2,2 m2   5,2 m2 (3)

1000 790 2140 2260   6,0 m2 (2) 3,6 m2   6,0 m2 (3)

1200 900 2130 2220   8,0 m2 (2)    3,6 m2 (2)   8,0 m2 (3)

1500 1000 2070 2180 10,0 m2 (2)   4,2 m2 (2) 10,0 m2 (4) Polyester fleece 
160 mm 2000 1200 2100 2260 10,0 m2 (2)   4,8 m2 (2) 10,0 m2 (4)

Heat exchanger WPX-2



Innovative water tanks:
an active contribution to your well-being

Tank insulation

- Cover: polystyrene
- various sizes possible
-  fire retardant (DIN 4102):  

fleece: Class B1  
coating and fleece: Class B2

- Easy to assembly
- dermatologisch geprüft
-  Specifics of the material: 

thermo-agglomerating 

fleece, without combining 
chemicals, 50 % recycled 
material

-  Increased stability because  
of fleece structure

- Density 10 / 12 / 17 / 21 kg/m3

-  Thermal-conductivity 0,035 – 
0,041 W/mK,  DIN EN 12667

- Thermal Resistance: 130 °C

Polyester fleece:  innovative, easy to install and up to 35 % less 
standing losses than foam insulation

- Cover: polystyrene
- ND100mm (Neopor 80mm)
-  Cover/Insulation: fire retardant 
class B2

- Low weight
- Accuracy of fit without fire 
losses
- Optimized insulation around the 

connectors
-Handed mounting
-  Heavy metals free, without CFC  

and any substances from the 
GADSL list

- Lambda value: 0,0316 W/mK
-  Customized design available

Neodul® – A smart placement of various insulation materials
in different points in insulation

Further reduction of standing 
losses:  The unitec insulation nozzles
for unused connectionsWith ins. nozzles

28,8°C
Without ins. nozzles

75,8°C
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